
NetWork Standard table d =  23⅝ 21430 21431 21432 21433 21434 21435 21436 21437 21438 21439

d =  27⅝ 21200 21421 21422 21423 21424 21201 21425 21426 21427 21428

d =  31½ 21210 21211 21212 21213 21214 21215 21216 

d =  35½ 21240 21241 21242 21243 21244 21245 21246 

d =  39⅜ 21270 21271 21272 21273 21274 21275 21276 

Add-on table d =  23⅝ 21444 21445 21446 21447 21448 21449

d =  27⅝ 21203 21204

d =  31½ 21220 21221 21222 21223 21224 21225 21226

d =  35½ 21250 21251 21252 21253 21254 21255 21256

d =  39⅜ 21280 21281 21282 21283 21284 21285 21286

w 27⅝ 31½ 35½ 39⅜ 47¼ 55⅛ 63 70⅞ 78¾ 86⅝

h 20½·22⅛·25¼·27⅝·28⅜·30 (25⅝-33½)
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NetWork
Single and add-on table.
Frame. Four-sided top frame of half-oval tubular steel with screwed-on round tubular steel legs, either powder-
coated or chrome-plated. With functional gap between tabletop and frame to accept accessories and adapters.
The system consists of basic and add-on tables as well as hanging leaves. The tables are fitted with floor-lleveling
glides or castors.
Table heights are either fixed, adjustable in steps or continuously adjustable.
Tabletop of laminated, veneer- or linoleum-coated chipboard with plastic (KU) or beech (BU) edges. Choice of
square or rounded corners.
Features (optional): Rectangular tables with 2 or 4 castors.
The following material groups are available: Frame made of steel tube: M1,(chrome-plated); Top made of
chipboard: L6; Top made of linoleum: L8; Top veneered: F1.


